
e-ID expert

 PRODUCT DATASHEET 

ELYCTIS is specialised in providing hardware material and software tool adressing the market 
of electronic ID document verification. 

Verifying a chip secured ID document (e-ID, e-Passport, e-driving licence) is a complex process, 
requiring optimised hardware peripherals and adapted software. 

ID BOX Compact is a concentrate of technology gathering all required puzzle pieces easying 
integrators to rapidly and securely develop applications independantly of the host terminal.

Thanks to its USB connection and software SDK, ID BOX  Compact is an easy-to-integrate 
and fast-to-market product.  

ID BOX Compact is particularly optimised for: 
~~ Power consumption
~~ Speed
~~ Density  
~~ Security
~~ RF perfomance
~~ Mobile and fix O/S
~~ Mecanical and temperature robustness

Compact

For �x and mobile host

ID BOX Compact includes:
~~  an OCR reader
~~  a contactless reader
~~  a contact reader
~~  2 SAM slots
~~  a biometric sensor 

(integrated or externally 
connected)



e-ID expert

ELYCTIS SARL – 240, rue de Gernelle - 84120 Pertuis – FRANCE
Tél. +33 4 92 71 09 32 – Fax +33 4 92 82 27 42 – e-mail contact@elyctis.fr

Siret 508 994 449 00017 - N° TVA FR47508994449

General
Connection mode USB

Communication framework Win XP, Win 7 et Win CE

Dimension with smartcard cover 75*75*43mm

Operating temperature - 20/+70°C

Storage temperature - 40/+85°C

Input Voltage 3.3 to 5.0 V

Certifications
CE& FCC to be performed, 
RohS, WHQL

IP certification IP65 to be performed

RFID reader

Compliance ISO 14443 type A & B, T=CL

Communication speed (host to reader) Full speed (12mbps)

Communication speed (reader to PICC) Up to 848kbps

Power consumption (standby mode) < 500µA

Power consumption (functional mode) 150 mA

Antenna positioning ID BOX top face

Reading distance Up to 5cm (depending on PICC)

Field upgradable FW yes

ISO ID-1 contact interface (smartcard)

Compliance ISO 7816, T=0, T=1

Communication speed (host to reader) Full speed (12mbps)

Communication speed (reader to smartcard) Up to 230kbps

Positioning Outside the ID BOX

ISO ID-000 contact interface (SIM)

Number of slots 2

Compliance ISO 7816, T=0, T=1

Communication speed (host to reader) Full speed (12mbps)

Communication speed (reader to smartcard) Up to 230kbps

Positioning Inside the ID BOX

Biometric Sensor

Compliance 
FIPS 201 / PIV certified
ISO 19794-4 and ANSI 381
ISO 19794-2 and ANSI 378

Communication mode USB

Communication speed (host to sensor) Full speed (12mbps)

Integration External or internal

Technology Customer choice

Supplier Customer choice

OCR
Communication mode USB

Communication speed (host to scanner) Full speed (12mbps)

Compliance ICAO 9303 documents

Swipe direction Bidirectional
SDK

E-passport API yes

BIO API yes

Applications
ID BOX Compact fits particularly to low consumption and limited space environments 
such as: 

~~ Police mobile identification checking
~~ Police fixed tablet PC add-on
~~ Airport mobile and fix Identification checking
~~ Desktop computer peripheral 

Features
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